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(57) ABSTRACT

A CD-vinyl record player comprising a CD door, small turn-
table, bearing element, record player axle, mini-bearing, big
turntable, record player main base, CD motor frame, turntable
frame, CD main base, bearing, bearing cover, and CD motor.
The CD door is connected to the small turntable through a
mini-bearing, and the record player axle is installed in the
center of the CD door. The bearing element is above the CD
door and connected to the record player axle. The big turn-
table is above the record player main base. The bottom of the
record player main base connects to the turntable frame. The
CD motor frame is above CD main base. The bearing is at the
center of record player main base, and has the bearing cover
on top. The CD motor is at center of the bottom of the
turntable frame. The invention combines a vinyl record player
and CD player into one player.

2 Claims, 4 Drawing Sheets
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1
CD-VINYL RECORD PLAYER

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims priority to China application no.
201320608288.1 filed on Sep. 30, 2013, which is hereby
incorporated by reference in its entirety.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to the technical field of record
players. Specifically, the present invention relates to the tech-
nology of a CD-vinyl record player.

2. Background

With improvement in living standards, modern record
players have been improved and once again have become
nostalgically fashionable, and have gradually returned to
modern consumer life. Modern record players combine mod-
ern sound technology with the classical design of vinyl record
players, resulting in perfect blend of functionality, style and
decorative design, bringing consumers an authentically
elegant feel. However, in such existing vinyl record players,
there is only the record player, the operation of the player is
complicated, and the player does not provide easy music
selection functions. Such record players have a playback for
a relatively short period of time and do not provide density
recording.

SUMMARY OF THE INVENTION

The objective of the present invention is to combine a
record player and CD player into a single, simple player that
is user friendly and produces a smooth and steady sound.

An embodiment of the present invention is achieved
through the following technical solution, which is in accor-
dance with claim 1.

According to an embodiment of the present invention, the
CD-vinyl record comprises: a CD door, small turntable, bear-
ing element, record player axle, one or more miniature bear-
ings, big turntable, record player main base, CD motor frame,
turntable frame, CD main base, bearing, bearing cover, CD
motor; the CD door is connected to the small turntable
through a miniature bearing, and a record player axle is
installed in the center of the CD door; the bearing element is
above the CD door and connected to the record player axle;
the bearing is located at the center of record player main base,
and has a bearing cover on top; the CD motor is at the center
of the bottom of the turntable frame.

According to an embodiment of the present invention, the
player comprises two bearings.

Compared with the prior art, embodiments of the present
invention have the following advantageous effects: the CD
playeris in the center of the record player, along with two high
performance bearings installed in the center of the main base,
which can run smoothly and is driven by a big turntable motor
and effectively control the record player swing to achieve the
best sound quality of record player. There is a miniature
bearing installed on the CD door, which provides power to the
small turntable for it to run smoothly and makes the record
player axle rotate with the big turntable to ensure smooth
playing of the record. The embodiment of the present inven-
tion combines a record player and CD player into one player
functionally and creatively, having a simple mechanism,
simple operation, smooth record playing and good sound

quality.
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These and other embodiments of the present invention are
further made apparent, in the remainder of the present docu-
ment, to those of ordinary skill in the art.

BRIEF DESCRIPTION OF THE DRAWINGS

In order to more fully describe embodiments of the present
invention, reference is made to the accompanying drawings.
These drawings are not to be considered limitations in the
scope of the invention, but are merely illustrative.

FIG. 1is atop view of the CD-vinyl record player, accord-
ing to an embodiment of the present invention.

FIG. 2 is a cross-sectional view along the A-A line of FIG.
1.

FIG. 3 is a top perspective view of the CD-vinyl record
player, according to an embodiment of the present invention.

FIG. 4 is a perspective view of the CD-vinyl record player
installed in a case, according to an embodiment of the present
invention.

DETAILED DESCRIPTION OF SPECIFIC
EMBODIMENTS

The description above and below and the drawings of the
present document focus on one or more currently preferred
embodiments of the present invention and also describe some
exemplary optional features and/or alternative embodiments.
The description and drawings are for the purpose of illustra-
tion and not limitation. Those of ordinary skill in the art would
recognize variations, modifications, and alternatives. Such
variations, modifications, and alternatives are also within the
scope of the present invention.

The CD-vinyl record player of the present invention will be
further described in detail with reference to accompanying
drawings.

FIGS. 1 and 2 depict an embodiment of the CD-vinyl
record player according to an embodiment of the present
invention. The invention comprises a CD door 1, a small
turntable 2, bearing element 3, record player axle 4, miniature
bearing 5, big turntable 6, record player main base 7, CD
motor frame 8, turntable frame (bracket) 9, CD main base 10,
bearing 11, bearing cap 12, and CD motor 13.

CD door 1 is connected to small turntable 2 through min-
iature bearing 5, and the record player axle 4 is installed in the
center of CD door 1. The bearing element 3 is positioned
above CD door 1 and connected to the record player axle 4.
The big turntable 6 is positioned above the record player main
base 7. The bottom of the record player main base 7 connects
to the turntable frame 9. The CD motor frame 8 is above the
CD main base 10. Bearing 11 is at the center of the record
player main base 7, and has a bearing cover 12 on top. CD
motor 13 is at the center position located at the bottom of
turntable frame 9. In the preferred embodiment of the present
invention, the player comprises two bearings 11.

FIGS. 3 and 4 illustrate embodiments of the CD-vinyl
record player in which FIG. 3 is a top perspective view of the
CD-vinyl record player, and FIG. 4 is a perspective view of
the CD-vinyl record player installed in a portable case.

Throughout the description and drawings, example
embodiments are given with reference to specific configura-
tions. [t will be appreciated by those of ordinary skill in the art
that the present invention can be embodied in other specific
forms. Those of ordinary skill in the art would be able to
practice such other embodiments without undue experimen-
tation. The scope of the present invention, for the purpose of
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the present patent document, is not limited merely to the
specific example embodiments or alternatives of the forego-
ing description.

What is claimed is:

1. A CD-vinyl record player comprising: 5

a first turntable;

a turntable frame;

a record player main base positioned under said first turn-
table and a bottom of said record player main base con-
nected to said turntable frame; 10

a CD main base installed inside the turntable frame;

a CD motor frame positioned above said CD main base;

a CD door above the CD motor frame;

arecord player axle installed in the center of said CD door;

a CD motor positioned at a center of a bottom of said 15
turntable frame;

at least one miniature bearing;

a second turntable that is smaller than the first turntable,
wherein said second turntable is connected to said CD
door through said miniature bearing; 20

abearing element, positioned above the CD door and con-
nected to said record player axle;

a bearing positioned at a center of said record player main
base; and

a bearing cover located at a top of said bearing. 25

2. The CD-vinyl record player of claim 1, further compris-

ing a second bearing positioned next to the first bearing.
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